tapflo

HIGIJENSKI VENTILI
CIPRIANI HARRISON

» All about your flow www.tapflo.hr




Higijenski ventili

Higijenski ventili iz Tapfla su vrhunske komponente izradene od
lijevanog nehrdajuceg celika 304L |316L.

Svi ventili iz naseg asortimana su serijski numerirani za potpuno
pracenje porijekla, ¢ak I ventili od 304L, te su proizvedeni prema
TUV NORD ISO 9001: 2015 odobrenim proizvodnim procesima.

Ventili imaju 3A | FDA certificate za uporabu u prehrambenoj
industriji. Takoder ispunjavaju zahtjeve farmaceutske industrije
prema elastomerima USP Class VI.

Sa Sirokim asortimanom higijesnkih procesnih ventila uspjesno
opskrbljujemo industriju hrane, mljekarsku, industriju pica,
kozmeticku, farmaceutsku te pridruzene sanitarne industrije.

Sa velikim iskustvom | predanos¢u Tapflo nudi sanitarne ventile
od standardnog 304L do visoke cistoce 316L ASME BPE. Osim
standardnih proizvoda, zahvaljujuéi resursima nasi eksperti
mogu ponuditi rjeSenja prema specifi¢nim zahtjevima.

LEPTIRASTI VENTILI
(SERIJA 100)

Leptirastiventilsemozeisporucitis ru¢ckomilipneumatskim
aktuatorom. Leptirasti ventil ima jednostavnu konstrukciju.

Materijal brtvila: EPDM, HNBR, FPM, VMQ, PTFE
Velicina: DN25 - DN100, 17 - 4"

Max. linijski tlak: 10 bar

Dobavni tlak za pneumatski aktuator: 6 bara
Temperatura sterilizacije: 135°C (284°F)



VENTIL S JEDNIM DOSJEDOM
(SERIJA 801)

VENTIL S DVOSTRUKIM DOSJEDOM
(SERIJA 900)

Ventil s jednim dosjedom je dostupan u on/off modu,
preklopni | kao izlaz na spremnicima. Dostupne brojne
mogucnosti, npr., limitator takta, uljni prigusni cilindar,
parna brana | sl.

Materijal brtvila: EPDM, VMQ, FPM, HNBR
Velicina: DN25 - DN100, 17 - 4”

Max. linijski tlak: 10 bar

Dobavni tlak za pneumatski aktuator: 6 bara
Temperatura sterilizacije: 135°C (284°F)

VENTIL S JEDNIM DOSJEDOM |
DVOSTRUKIM BRTVLJENJEM
(SERIJA 870)

Ventil ima dvije pregrade | dva dosjeda za potpuno
odvajanje dva medija. Funkcija dizanja dosjeda | odvojenog
prskanja komore propustanja osiguravaju potpuno |
pouzdano ¢iséenje.

Materijal brtvila: EPDM/PTFE, HNBR/PTFE, FPM/PTFE, VMQ/PTFE
Velicina: DN25 - DN150, 1" - 6”

Max. linijski tlak: 10 bar

Dobavni tlak za pneumatski aktuator: 6 bara

Temperatura sterilizacije: 135°C (284°F)

LEPTIRASTI VENTIL
(SERIJA 100 - “BLOCK & BLEED”)

Ventili s jednim dosjedom | dvostrukim brtvljenjem se
koriste u automatiziranim cjevnim sustavima gdje postoji
bojazan od mijeSanja medijaili kvara na dosjedu. SSDS ventil
je osmisljen za sigurno razdvajanje medija u higijenskim
aplikacijama.

Materijal brtvila: EPDM, HNBR, TFM membrana
Velicina: DN25 - DN100, 1" - 4"

Max. linijski tlak: 10 bar; 5 bar

Dobavni tlak za pneumatski aktuator: 5 - 8 bara
Temperatura sterilizacije: 135°C (284°F)
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Ventil kombinira sve prednosti jednostavnosti leptirastog
ventila sa sofisticiranom tehnologijom protiv mijesanja
medija.

Materijal brtvila: EPDM, HNBR, FPM, VMQ, PTFE

Velicina: DN25 - DN100, 1" - 4”

Max. linijski tlak: 10 bar

Dobavni tlak za pneumatski aktuator: 6 bara

Temperatura sterilizacije: 135°C (284°F)
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ZAPORNI VENTIL
(SERIJA 11)

SANITARNI KUGLASTI VENTIL
(SERIJA 52, 53, 54, 55)

Zaporni ventil se sastoji od kucista ventila, zapora |
poklopca proizvedenih od kvalitatnog nehrdajuceg celika.
Zapor je kromiran | precizno obraden za laku uporabu bez
propustanja.

Materijal kucista: AlSI 316L ili AISI 304L

Velicina: DN25, DN40, DN50, DN65, DN80, DN100, 17, 174", 2", 24", 3", 4"

Max. linijski tlak: 4 bar

Temperatura sterilizacije: 135°C (284°F)
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PREKOTLACNI VENTIL
(SERIJA 70)

Sanitarni kuglasti ventil se koristi u procesnim cjevnim
sustavima za izoliranje ili preusmjeravanje tekucina.
Upravljanje moze biti ru¢no ili automatsko. Kuglasti ventil
je konstruiran s punim otvorom ili punim protokom bez
utjecaja na kapacitet u odnosu na viskoznost medija.
Kuglasti ventili su dostupni u razli¢itim inacicama za
brojne namjene.

Materijal membrane: EPDM/PTFE, FPM/PTFE, HNBR/PTFE, VMQ/PTFE
Velicina: DN25 - DN100, 1" - 4"

Max. linijski tlak: 10 bar

Min. kontrolni tlak zraka: 6 bara

Temperatura sterilizacije: 135°C ™" """

LINIJSKE KOMPONENTE
(PREGLEDNA STAKLA, FILTERI I SITA)

Prekotla¢ni ventil je osmisljen da Stiti instalacije od
prekomjernog tlaka. Ukoliko je zadani tlak prokoracen,
ventil se otvara. Ventil je opremljen s aktuatorom za dizanje
dosjeda, odnosno, otvaranje tijekom procesa ¢is¢enja.

Materijal brtvila: EPDM, HNBR, YMQ, FPM
Velicina: DN25 - DN100, 1" - 4”

Max. linijski tlak: 10 bar

Dobavni tlak za pneumatski aktuator: 6 bara
Temperatura sterilizacije: 135°C (284°F)

Linijska pregledna stakla se koriste u cjevovodima radi
vizualnog motrenja toka medija. Cijev od polikarbonata,
prikladnog za industriju hrane, je prozirna poput stakla |
ne moze se razbiti tijekom pravilne uporabe. Opcionalno
napravljeno od borosilikata. Filteri omogucuju otklanjanje
Cestica iz raznih medija. Mrezica od nehrdajuceg celika se
moze ponovno iskoristiti nakon ¢is¢enja. Svi dosjedil brtvila
su napravljena od FDA odobrenih materijala.

Materijal brtvila: Pregledno staklo: PTFE, VMQ; Filters: EPDM, HNBR, VMQ, FPM

Velicina: Pregledna stakla | filteri: DN25 - DN100, 1" - 4”
Max. linijski tlak: Pregledna stakla: 10 bar; Filteri: 8 bara




KONTROLNA JEDINICA
(ETOP-2D, ETOP-2A)

VENTIL ZA UZORKOVANJE
(SERIJA 33, 34, 35, 36)

Kontrolna jedinica je direktno spojena na actuator ventila.

Unutrasnji solenoidni ventil prebacuje dovod zraka na
aktuator (otvoreno ili zatvoreno).

Senzori: Povratni signal za otvoreno/zatvoreno poziciju
Temperaturni rang: -20 - 70°C (-42 - 147°F)

Klasa zastite: IP 67

Napojni napon: 24 - 48V D(/24V AC/110 V AC

VENTILI ZA SPREMNIKE
(SERLJA 645)

Ventili za uzorkovanje su napravljeni od vrhunskog
nehrdajuceg celika AISI304 ili AiSI316L. Dizajnirani su
za visoke protoke, jednostavno uzorkovanje | efikasno
C¢is¢enje nakon uzimanja uzorka. Ventili za uzorkovanje
mogu biti opremljeni s parnom konekcijom radi postupka
sterilizacije.

Materijal brtvila: EPDM, HNBR, FDM, YMQ
Velicina: DN25 - DN100, 1" - 4”

Max. linijski tlak: 10 bar

Dobavni tlak za pneumatski aktuator: 6 bara
Temperatura sterilizacije: 135°C (284°F)

NEPOVRATNI VENTIL
(SERIJA 64, 65)

Tezinom lagani sklop dosjeda | brtvila s kalibriranom
orugom je ugraden u posebnu ¢ahuru od polimera. Cahura
je vodena u kuciste od nehrdajuc¢eg celika. Odzra¢nik
spremnika se koristi kao odusak radi sprecavanja vakuuma
ili nastanka prekomjernog tlaka unutar spremnika ili
sustava cjevovoda.

Materijal brtvila: EPDM, FPM, YMQ
Velicina: DN40 - DN100, 174" - 4"

Prekid vakuuma: 0,007 bar

Otvaranje iz pozitivnog tlaka : 0,07 bar
Temperatura sterilizacije: 135°C (284°F)
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Ventil se otvara ¢im je tlak ispod dosjeda veci od kontra tlaka.
Kada je tlak ujednacen, ventil se zatvara radi sile opruge,
odnosno, u slucaju povecanja tlaka, ventil se zatvara na
strani opruge.

Materijal brtvila: EPDM, HNBR, YMQ, FPM
Velicina: DN25 - DN150,1"-6"

Max. linijski tlak: 10 bar

Temperatura sterilizacije: 135°C (284°F)




Product range

Diaphragm pumps & accessories

I | ]

N R—— . - el -ﬁ :'T"J'Q'
®: 0 B2 &
- { i~ -
S

- [ . 4 a 3 .
\ k ! ‘l —
P A 4 1' . f ) .
i F [ r L » - #
Electrically operated ¥ = e -
pumps PE & PTFE pumps Metal pumps Pharmaceutical pumps Sanitary pumps

TC Intellig;nt pumps Powder pumps TF Filter press pumps Steinle filter press pumps EHEDG aseptic pumps

Peristaltic Pumps
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CTX CTI & CTH CTS self-priming CTV vertical
centrifugal pumps centrifugal pumps centrifugal pumps centrifugal pumps

CTP plastic CTM magnetic drive
centrifugal pumps centrifugal pumps Trolleys FT Filter units




TAPFLO AB

Sweden
Filaregatan 4 | $-442 34 Kungalv

Tel: +46 303 63390
Fax: +46 303 19916

E-mail addresses:

Commercial questions: sales@tapflo.com
Orders: order@tapflo.com

Tech support: support@tapflo.com

Tapflo products and services are available worldwide.

Tapflo is represented by own Tapflo Group Companies and carefully selected distributors assuring highest Tapflo service
quality for our customers’ convenience.

AUSTRALIA | AUSTRIA | AZERBAIJAN | BAHRAIN | BELARUS | BELGIUM | BOSNIA | BRAZIL | BULGARIA | CANADA | CHILE | CHINA | COLOMBIA | CROATIA |
CZECH REPUBLIC | DENMARK | ECUADOR | EGYPT | ESTONIA | FINLAND | FRANCE | GREECE | GEORGIA | GERMANY | HONG-KONG | HUNGARY |
ICELAND | INDIA | INDONESIA | IRELAND | ISRAEL | ITALY | JAPAN | JORDAN | KAZAKHSTAN | KUWAIT | LATVIA | LIBYA | LITHUANIA | MACEDONIA |
MALAYSIA | MEXICO | MONTENEGRO | MOROCCO | NETHERLANDS | NEW ZEALAND | NORWAY | POLAND | PORTUGAL | PHILIPPINES | QATAR |
ROMANIA | RUSSIA | SAUDI ARABIA | SERBIA | SINGAPORE | SLOVAKIA | SLOVENIA | SOUTH AFRICA | SOUTH KOREA | SPAIN | SWEDEN |
SWITZERLAND | TAIWAN | THAILAND | TURKEY | UKRAINE | UNITED ARAB EMIRATES | UNITED KINGDOM | USA | UZBEKISTAN | VIETNAM

Tapflo Group Companies

Australia

Tapflo Oceania (Pty) Ltd
Tel: +61 1800 303 633
sales@tapflo.com.au

Austria

Tapflo Austria

Tel: +43 732 27292910
sales@tapflo.at

Baltic States
Tapflo Latvia

Tel: +371 67472205
sales@tapflo.lv

Belarus

Tapflo Belarus

Tel: +375 17 3934609
sales@tapflo.by

Belgium

Tapflo Benelux B.V.

Tel: +31(0)85 00 743 00
info@tapflo.nl

Bulgaria

Tapflo EOOD

Tel: +359(0)2 974 18 54
office@tapflo.bg

Canada

Tapflo Canada

Tel: +1 514 813 5754
canada@tapflo.com

Croatia
Tapflod.o.o.

Tel: +385 914884 666
sales@tapflo.hr

Czech Republic
Tapflos.r.o.

Tel: +420 513 033 924
tapflo@tapflo.cz

China

Tapflo (Wuxi)

Tel: +86 510 82417072
sales@tapflo.cn

Denmark
Tapflo Danmark
Tel: +45 36 454600
info@tapflo.dk

France

Tapflo France

Tel: +33 134788240
info@tapflo.fr

Hungary

Tapflo kft.

Tel: +36 30 148 8551
office@tapflo.hu

India

Tapflo Fluid Handling India Pvt Ltd

Tel: +9120 65000215
ac@tapflo.in

Ireland

Tapflo Ireland Ltd
Tel: 435312011911
info@tapflo.ie

Italy

Tapflo Italia

Tel: 4390362 306528
info@tapfloitalia.com

Japan

Tapflo Japan K.K.

Tel: +81-3-6240-3510
tapflojp@tapflo.co.jp

Kazakhstan
Tapflo Kazakstan
Tel: +7 727 3278347
sales@tapflo.kz

Netherlands
Tapflo Benelux B.V.

Tel: +31(0)85 00 743 00
info@tapflo.nl

Poland

Tapflo Sp.zo.0.

Tel: +48 58 530 42 12
info@tapflo.pl

Romania

S.C. Tapflo Rom. S.r.l.
Tel: +40 213451255
sales@tapflo.ro

Russia

Tapflo Company

Tel: +7 495 232 18 28
sales@tapflo.com.ru

Serbia

Tapflo d.o.o.

Tel: +3812144 58 08
sales@tapflo.rs

Slovakia
Tapflos.r.o.

Tel: +421 911137 883
tapflo@tapflo.sk

Slovenia

Tapflo GmbH

Tel: +386 68 613 474
sales@tapflo.hr

Spain
Tapflo Iberica
Tel: +34 91 8093182

avives@tapfloiberica.es

South Africa
Tapflo (Pty) Ltd

Tel: +27 31701 5255
sales@tapflo.co.za

Turkey
Tapflo Makina Ltd

Tel: 490216 467 33 11

sales@tapflo.com.tr

Ukraine

TOB Tapflo

Tel: 438044222 68 44
sales@tapflo.ua

Uzbekistan
Tapflo Uzbekistan
Tel: +998 712370940
sales@tapflo.uz

United Kingdom
Tapflo (UK) Ltd

Tel: +44 2380 252325
sales@tapflopumps.co.uk
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If your country is not listed
please visit
www.tapflo.com/en/contact

www.tapflo.com



